	Category
	Specification 
Model
	Effective 
cubage
(m3)
	Processing 
capacity
(m3/min)
	Main shaft     loam board
	Dimensions
(L×W×H)
(mm)
	Single
 trough 
Weight
(t)

	
	
	
	
	Power
(kw)
	Rotate 
speed
(r/min)
	Rotate
 speed
(r/min)
	Power
(kw)
	
	

	FTM® XJK type 
flotation 
machine
	XJK-0.35
	0.35
	0.18-0.4
	1.5
	483
	25
	1.1
	700×700×700
	0.5

	
	XJK-0.62
	0.62
	0.3-0.9
	3.0
	400
	25
	1.1
	900×820×850
	1.0

	
	XJK-1.1
	1.1
	0.6-1.6
	5.5
	330
	25
	1.1
	1100×1100×1000
	1.4

	
	XJK-2.8
	2.8
	1.5-3.5
	11
	280
	25
	1.1
	1750×1600×1100
	2.5

	
	XJK-5.8
	5.8
	5-7
	22
	240
	25
	1.5
	2200×2200×1200
	3.6

	FTM® SF type 
flotation 
machine
	SF-0.37
	0.37
	0.2-0.4
	1.5
	386
	25
	1.1
	700×700×750
	0.5

	
	SF-0.7
	0.7
	0.3-0.9
	3
	400
	25
	1.1
	900×820×950
	1.0

	
	SF-1.2
	1.2
	0.6-1.6
	5.5
	330
	25
	1.1
	1100×1100×1100
	1.9

	
	SF-2.8
	2.8
	1.5-3.5
	11
	268
	25
	1.1
	1750×1600×1150
	2.6

	
	SF-4
	4
	2-4
	15
	220
	25
	1.5
	1850×2050×1200
	2.9

	
	SF-8
	8
	4-8
	30
	191
	25
	1.5
	2200×2900×1400
	4.2

	
	SF-10
	10
	5-10
	30
	191
	25
	1.5
	2200×2900×1700
	4.5

	
	SF-20
	20
	5-20
	30×2
	191
	25
	1.5
	2850×3800×2000
	9.9

	FTM® JJF type
 flotation 
machine
	JJF-2
	2
	1-3
	7.5
	443
	25
	1.5
	1400×1400×1100
	1.7

	
	JJF-4
	4
	2-4
	11
	305
	25
	1.5
	1600×2150×1250
	2.4

	
	JJF-8
	8
	4-8
	22
	233
	25
	1.5
	2200×2900×1400
	4.5

	
	JJF-10
	10
	5-10
	22
	233
	25
	1.5
	2200×2900×1700
	4.9

	
	JJF-16
	16
	5-16
	30
	180
	25
	1.5
	2850×3800×1700
	8.0

	
	JJF-20
	20
	5-20
	37
	180
	25
	1.5
	2850×3800×2000
	10.5
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